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EASTBOUND YELLOW BACKED 30MPH SPEED
LIMIT GATEWAY SIGNS AND WESTBOUND
GREY BACKED 50MPH SPEED LIMIT SIGNS - TO
BE CLEANED AND ANY OBSCURING
VEGETATION TO BE CUT BACK

EXISTING EASTBOUND
EQUESTRIAN WARNING
SIGN (750) WITH DISTANCE
PLATE. - CLEAN SIGNS

BENEATH PROVIDE BACK
TO BACK GREY BACKED
30MPH REPEATER SIGNS

EASTBOUND PARKING
SIGN
- TO BE CLEANED AND
REMOUNTED ON OFFSET
BRACKET TO IMPROVE
ITS CONSPICUITY TO
TRAFFIC (REMOUNT
SPEED INDICATOR
DEVICE (SID) MOUNT

WESTBOUND WARNING SIGN
(750) WITH SUPPLEMENTARY
PLATE AND SPEED
INDICATOR DEVICE (SID)
MOUNT UNDER MOUNTED
ALL ON SAME POST TO BE
CLEANED

CAST IRON FINGER POST
TO BE CONSIDERED FOR
RESTORATION

SOUTHBOUND
PEDESTRIANS
IN ROAD
WARNING SIGN
(600)
-TO BE
CLEANED

LOCATION 1- EXISTING 30MPH/50MPH
SPEED LIMIT GATEWAY:
CONVERT TO 30/40  SPEED LIMIT
GATEWAY.
REPLACING EASTBOUND 50MPH SPEED
LIMIT SIGNS WITH EASTBOUND YELLOW
BACKED 40MPH VERSIONS ALSO REPLACE
50 ROUNDEL WITH 40 ROUNDEL

EXISTING WESTBOUND WARNING SIGNS (750)
-TO BE CLEANED AND REMOUNTED ON NEW
POST

EXISTING GIVE WAY
(750)  SIGN AND
UNSUITABLE FOR
BUSES AND COACHES
SIGN - TO BE
CLEANED

FOR SEA LANE:
QUIET LANE SIGN
BACK TO BACK
WITH QUIET LANE
ENDS SIGN ON
EXISTING POST
(WITH EXTENSION
PIECE)
CONSIDER POST IN
CONSERVATION
BLACK

KILVE BOUND- EXISTING 30MPH
SPEED LIMIT GATEWAY:
PROVIDE NEW WHITE TIMBER
EFFECT VILLAGE ENTRY
FEATURE IN OFFSIDE VERGE
ONLY, DUE TO LACK OF VERGE
IN NEARSIDE - GRASS TO BE
MAINTAINED

EASTBOUND ROAD NARROWS WARNING
SIGN (750) AND SUPPLEMENTARY PLATE
AND WESTBOUND GREY BACKED DOUBLE
BEND AHEAD WARNING SIGN (750) AND
SUPPLEMENTARY PLATE TO BE CLEANED

EXISTING 30MPH
REPEATERS TO BE
UPGRADED TO
GREY BACKED
VERSIONS AND
WITH VEGETATION
CUT

EXISTING WORN
EASTBOUND CROSSROADS
AND SCHOOL WARNING
SIGN (750) WITH 30MPH
REPEATERS -
REPLACE WITH LIKE FOR
LIKE VERSIONS BUT
ALLOW FOR GREY
BACKING BOARD FOR THE
REPEATERS AND IN
ADDITION PROVIDE A
WESTBOUND
PEDESTRIANS IN ROAD
SIGN (750) ON THE REAR

EXISTING UNSUITABLE FOR
HGV WORDED SIGN TO BE
REPLACED WITH HGV
SYMBOL SIGN AND
MOUNTED UNDER NEW
PROPOSED QUIET LANES
AND NEW NO THROUGH
ROAD SIGN. GREY BACKING
BOARD COULD BE
PROVIDED TO ALLOW
COMBINING  OF THESE
SIGNS.
CONSIDER POST IN
CONSERVATION BLACK

KILVE BOUND- EXISTING 30MPH
SPEED LIMIT GATEWAY:
PROVIDE NEW WHITE TIMBER
EFFECT  VILLAGE ENTRY
FEATURE

TO BE LOCATED IN A POSITION
NOT TO OBSCURE OBSERVED
PEDESTRIAN DESIRE LINES
ALONG VERGE
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C/W = 6.7m

V/W = 4.5m

V/W = 6.0m

EXISTING ENHANCED
KERBING  DETAIL AROUND
BEND DUE TO POTENTIAL
FOR VEHICLE OVERRUN

RENEW WORN EXISTING RED PATCH
HIGH FRICTION SURFACING AND 30
ROUNDELS FEATURE. (RECOMMENDED
THAT HARD WEARING MATERIAL IS
APPLIED SUCH AS MMA)

RENEW WORN EXISTING RED
PATCH HIGH FRICTION
SURFACING WITH 30 ROUNDEL
FEATURE. (RECOMMENDED
THAT HARD WEARING ROAD
MARKING MATERIAL IS APPLIED
SUCH AS MMA)

MILLANDS FARM

EXISTING NO
THROUGH
ROAD SIGN -
TO BE
CLEANED

EXISTING WORN AND
OBSCURED NO
THROUGH ROAD SIGN
- TO BE REMOVED

REPLACE WORN EXISTING RED PATCH
AND ROUNDELS FEATURE.
(RECOMMENDED THAT HARD WEARING
MATERIAL IS APPLIED SUCH AS
METHYL METHACRYLATE - MMA)

C/W = 5.2m

C/W = 6.0m

EXISTING WORN VERGE
MARKER POSTS TO BE
REPLACED ON BOTH SIDES

EXISTING WORN VERGE
MARKER POSTS TO BE
REPLACED AND 1 EXTRA
ADDED

ALL EXISTING
BOLLARDS/MARKER
POSTS -  TO BE
CLEANED

NOTE: EXISTING CENTRE LINE AND
ROAD STUDS ARE CURRENTLY
OMITTED BETWEEN RED PATCH
SECTIONS - RETAIN THIS
ARRANGEMENT DUE TO LACK OF
CARRIAGEWAY WIDTH

ROAD STUDS OMITTED
BETWEEN RED PATCH
SECTIONS WITH
CENTRELINE TO BE
REFRESHED

F/W = 1.9m

F/W = 1.9m

CUTLINE

           SEE SHEET 3

CUTLINE   SEE VIEWPORT 6

CUTLINE         SEE SHEET 7

C/W = 6.9m

EXISTING GIVEWAY ROAD
MARKINGS AT CROSSROADS
TO BE REFRESHED

GATEWAY
TO FIELD

EXISTING LITTER BIN TO
BE RELOCATED TO BACK
OF VERGE TO IMPROVE
JUNCTION VISIBILITY OUT
OF SEA LANE

V/A

FOOTWAY

SCC Speed/Traffic Survey 90323189 (13/04/23 to 19/04/23) 30MPH

Speed Data Mean speed
(mph)

85th %ile speed
(mph)

24hr

Southwest
bound 27.3 31.0

Northeast
bound 31.0 35.0

Traffic Data (AWT = Average weekday)

AWT Traffic
Flows (24hr)

Southwest
bound 3070

Northeast
bound 3281

Av. Peak Flow
(max)

Southwest
bound

AM - 235 (11:00 - 12:00)
PM - 286 (16:00 - 17:00)

Northeast
bound

AM - 292 (10:00 - 11:00)
PM - 286 (13:00 - 14:00)

EXISTING 30MPH
REPEATERS TO BE
UPGRADED TO GREY
BACKED VERSIONS
AND WITH
VEGETATION CUT

KILVE BOUND - EXISTING 30MPH SPEED LIMIT GATEWAY:
PROVIDE NEW WHITE TIMBER EFFECT  VILLAGE ENTRY
FEATURE

TO BE LOCATED IN A POSITION NOT TO OBSCURE OBSERVED
PEDESTRIAN DESIRE LINES ALONG VERGE
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< A39 TO WILLITON

A39 TO BRIDGWATER>

L/C = EXISTING LIGHTING COLUMN

L/C ON TP = EXISTING LIGHTING ON
SERVICE POLE

= EXISTING SPEED
LIMIT GATEWAY

=EXISTING
SIGNAGE

TEXT = EXISTING FEATURE
V/A = EXISTING VEHICULAR ACCESS
F/A = EXISTING  FIELD ACCESS
C/W = CARRIAGEWAY WIDTH
L/C = LIGHTING COLUMN
NSL = NATIONAL SPEED LIMIT
EP = SERVICE POLE
ADS = ADVANCED DIRECTIONAL SIGN
TEXT = PROPOSED FEATURE

= EXISTING ROUNDEL
ROAD MARKINGS

= PROPOSED ROUNDEL
ROAD MARKINGS

= EXISTING SLOW MARKINGS
= PROPOSED SLOW MARKINGS

= NEW REFLECTIVE VERGE MARKER
POST

=PROPOSED
SIGNAGE

OVERHANGING / OBSCURING
VEGETATION TO BE CLEARED

= EXISTING TREE

PROW BYWAY
PROW BRIDLEWAY
PROW CYCLE PATH
PROW FOOTWAY
PROW RESTRICTED BRIDLEWAY

= ON SEA LANE AND
PARDLESTONE LANE:
PROPOSED QUIET LANE
AND QUIET LANE ENDS
SIGNS (TO TSRGD DIAG.
884) - CONSIDER POST IN
CONSERVATION BLACK
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